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365-375 W
POWER OUTPUT RANGE

0~+5 W
POWER TOLERANCE

20.00%
MAXIMUM EFFICIENCY

HIGH QUALITY

AND RELIABLE MODULES

• Withstand up to 5400 Pa snow load and 3800 Pa wind load

• 12% more power than conventional modules

• Tier 1 pannel

• 0~+5 W guaranteed positive tolerance

• Rugged design for long-term durability; passed extended
reliability tests

COMPREHENSIVE CERTIFICATES FOR 

PRODUCTS AND MANAGEMENT

• IEC 61215, IEC 61730 and CE

• ISO 9001:2015 for Quality Management Systems

• ISO 14001:2015 for Environmental Management
Systems

• OHSAS 18001 Occupational Health and Safety
System
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Specifications in this datasheet are subject to change without prior notice.

Electrical Characteristics STC

STC: AM1.5
Irradiance 1000 W/m2  /  25°C

ST
365 U

ST
370 U

ST
375 U

Maximum Power (Pmax) 365 W 370 W 375 W
Maximum Power Current (Imp) 10.74 A 10.85 A 10.96 A
Maximum Power Voltage (Vmp) 34.0 V 34.1 V 34.2 V
Short Circuit Current (Isc) 11.30 A 11.41 A 11.53 A
Open Circuit Voltage (Voc) 41.3 V 41.4 V 41.5 V
Module Efficiency 19.73 % 20.00 % 20.27 %
Power Tolerance 0~+5 W 0~+5 W 0~+5 W

Operating conditions

NOCT
43±2°C 

Max. Series Fuse Rating 20 A
Operating Temperature Range -40°C~85°C
Max. static snow load 5400 Pa
Max. static wind load 3800 Pa
Application class A

Mechanical Characteristics

Solar Cell Monocrystalline - half cut  

Glass Low-iron tempered glass 3.2 mm

Frame Anodized aluminum alloy
Junction Box IP68 
Output Cable 4mm² (EU) /1000 mm long
Connector MC4 Compatible
Dimension 1765x1048x35 mm
Weight 20.2 KG

Thermal Characteristics
Pmax Temperature Coefficient
Voc Temperature Coefficient
Isc Temperature Coefficient

- 0.360%/K
- 0.330%/K 
+ 0.049%/K

Packing Information

Pieces per pallet 62
Pieces per container  806
Pallet weight 1393 kg
Pallet size 1805 x 1120 x 2500 mm

I-V Curves 

Max. System Voltage 1500 V
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